Boron doped diamond biotechnology: from sensors to neurointerfaces by Hebert, C. et al.
HAL Id: cea-01828436
https://hal-cea.archives-ouvertes.fr/cea-01828436
Submitted on 24 Sep 2019
HAL is a multi-disciplinary open access
archive for the deposit and dissemination of sci-
entific research documents, whether they are pub-
lished or not. The documents may come from
teaching and research institutions in France or
abroad, or from public or private research centers.
L’archive ouverte pluridisciplinaire HAL, est
destinée au dépôt et à la diffusion de documents
scientifiques de niveau recherche, publiés ou non,
émanant des établissements d’enseignement et de
recherche français ou étrangers, des laboratoires
publics ou privés.
Boron doped diamond biotechnology: from sensors to
neurointerfaces
C. Hebert, Emmanuel Scorsone, A. Bendali, R. Kiran, M. Cottance, H.A.
Girard, J. Degardin, E. Dubus, G. Lissorgues, L. Rousseau, et al.
To cite this version:
C. Hebert, Emmanuel Scorsone, A. Bendali, R. Kiran, M. Cottance, et al.. Boron doped diamond
biotechnology: from sensors to neurointerfaces. Faraday Discussions, Royal Society of Chemistry,
2014, 172, pp.47 - 59. ￿10.1039/c4fd00040d￿. ￿cea-01828436￿
Faraday Discussions
Cite this: Faraday Discuss., 2014, 172, 47
PAPER
Pu
bl
ish
ed
 o
n 
06
 M
ay
 2
01
4.
 D
ow
nl
oa
de
d 
by
 C
EA
 S
ac
la
y 
on
 9
/2
4/
20
19
 3
:0
6:
55
 P
M
. 
View Article Online
View Journal  | View IssueBoron doped diamond biotechnology:
from sensors to neurointerfaces
C. He´bert,a E. Scorsone,a A. Bendali,c R. Kiran,ad M. Cottance,b
H. A. Girard,a J. Degardin,c E. Dubus,c G. Lissorgues,b L. Rousseau,b
P. Mailley,e S. Picaudc and P. Bergonzo*aReceived 14th March 2014, Accepted 14th April 2014
DOI: 10.1039/c4fd00040d
Boron doped nanocrystalline diamond is known as a remarkable material for the
fabrication of sensors, taking advantage of its biocompatibility, electrochemical
properties, and stability. Sensors can be fabricated to directly probe physiological
species from bioﬂuids (e.g. blood or urine), as will be presented. In collaboration with
electrophysiologists and biologists, the technology was adapted to enable structured
diamond devices such as microelectrode arrays (MEAs), i.e. common electrophysiology
tools, to probe neuronal activity distributed over large populations of neurons or
embryonic organs. Speciﬁc MEAs can also be used to build neural prostheses or
implants to compensate function losses due to lesions or degeneration of parts of the
central nervous system, such as retinal implants, which exhibit real promise as
biocompatible neuroprostheses for in vivo neuronal stimulations. New electrode
geometries enable high performance electrodes to surpass more conventional materials
for such applications.A Introduction
Boron doped diamond (BDD) electrodes are extremely promising in the eld of
biomedical applications as they exhibit a unique combination of properties.
Doped diamond synthesis has become a major focus of research and develop-
ment: undoped diamond exhibits a large band gap and is an electrical insulator at
room temperature. When doped with boron, diamond results in an electrode with
remarkable electro-analytical properties, which can be used to detect species in
solution before oxygen and hydrogen evolution interfere with the analysis. Thus,
conductive diamond electrodes take electrochemical detection to new levels, and
extend their usefulness to analytes which are not measurable with conventionalaCEA, LIST, Diamond Sensors Laboratory, F-91191, Gif-sur-Yvette, France. E-mail: philippe.bergonzo@cea.fr
bESIEE, Universite´ Paris Est, Noisy le Grand, France
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dMED-EL Research Center, Feodor-Lynen-Srasse 35, 30625, Hannover, Germany
eCEA-LETI-DTBS Minatec, 17 rue des Martyrs, 38054, Grenoble
This journal is © The Royal Society of Chemistry 2014 Faraday Discuss., 2014, 172, 47–59 | 47
Faraday Discussions Paper
Pu
bl
ish
ed
 o
n 
06
 M
ay
 2
01
4.
 D
ow
nl
oa
de
d 
by
 C
EA
 S
ac
la
y 
on
 9
/2
4/
20
19
 3
:0
6:
55
 P
M
. 
View Article Onlineelectrode materials. This opens the eld of direct analytical detection with dia-
mond, and in addition to applications where analytes can be detected in bio-
uids, reverse current spikes can be used to stimulate neural tissues.
There is a real interest in the development of novel neuroprostheses and brain-
machine interfaces: these applications witnessed an exponential growth since the
success of cochlear implants and of deep brain stimulation for Parkinsonian
patients.1 Neuroprostheses can either be surface electrodes, meaning the elec-
trodes are simply in contact with the glial surface of the neuronal tissues such as
the cortex, or penetrating electrodes, reaching deeper neuronal structures in the
brain. Although cortical implants have resulted in a function gain aer a few
months, this was unfortunately frequently followed by a complete loss of activity.2
This loss of functionality could be attributed to a major gliosis occurring around
the prostheses or its electrodes in the months following implantation.3 Another
challenge for neuroprostheses is to increase the resolution of individual elec-
trodes to stimulate more precisely discrete neuronal areas. These objectives
motivate the development for new biocompatible materials that limit glial reac-
tions and improve direct interactions with neurones.
Recently, the concept of retinal prostheses was validated in clinical trials,
showing that such prostheses can enable blind patients to read short words,
identify contrasting objects or follow lanes on the ground.4,5 Those retinal pros-
theses aiming at restoring vision in patients having lost their photoreceptors are
either placed in the subretinal space or on the epiretinal side, in direct contact
with either the outer or the inner limiting membrane, both produced by glial
Muller cells. In the rst conguration, the subretinal implant will stimulate
retinal bipolar cells (neurones normally postsynaptic to photoreceptors),5whereas
epiretinal implants target retinal ganglion cells (spiking neurones that send
visual information to the brain via their axon through the optic nerve).4 Although
these implants have already restored some visual functions in patients,4,5 an
increase in electrode resolution is required to further improve the restored visual
performances, to achieve face recognition, text reading or independent locomo-
tion. Diﬀerent 3D designs have already been proposed to reach this objective
using either pillars6 or wells7 on the implants.
Among potential new biomaterials, diamond has attracted great attention for
its use in neuroprostheses because boron doped diamond exhibits semiconductive
properties. Diamond biocompatibility has already been demonstrated with oste-
oblast cultures8 and even embryonic cortical neurons.9,10 Embryonic neurons were
found to grow selectively on protein patterns stamped on diamond surfaces,9 but
they could not grow directly on a polished polycrystalline diamond layer or on a
nanocrystalline diamond layer unless these layers were coated with peptides or
with dispersed nanodiamond particles.10 The use of diamond as electrodes has
further been demonstrated by recording neuronal activities using cell lines.11B Boron doped diamond electrodes and
microelectrode arrays for biosensing
BDD electrodes possess unique electrochemical properties, namely, a low
capacitive background current, a wide potential window in aqueous media, poor
adsorption of polar molecules, and corrosion resistance in harsh environments,48 | Faraday Discuss., 2014, 172, 47–59 This journal is © The Royal Society of Chemistry 2014
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View Article Onlinemaking them highly promising as electrochemical sensors compared to other
conventional electrode materials.12–14 BDD can be grown using microwave plasma
enhanced chemical vapour deposition (CVD) techniques on substrates from 2 to 4
inches using 2.45 GHz plasma excitation. Such layers have demonstrated a bio-
inertness and long term stability that makes them ideal candidates for biomed-
ical applications.15 Due to its carbon nature, BDD also opens the way to the
immobilization of functional groups such as DNA, proteins, enzymes etc. on the
electrode surface,16 thereby bringing high selectivity to the sensing process.
We developed a novel process for the fabrication of diamond microelectrodes
that involves the selective growth of diamond over silicon substrates, followed by
the deposition of metal contacts and passivation layers. This process includes the
initial xing of detonation diamond nanoparticles over a pre-oxidized 4 inch
silicon wafer using a protocol described elsewhere.17 Then, an aluminum hard
mask consisting of a disc 100 mm in diameter was selectively deposited over the
areas where the BDD microelectrodes have to be grown. Photolithography
enabled us to partially pattern the Al mask, which was used to protect areas of
diamond nanoparticles from being etched by a reactive ion etching (RIE) process
in oxygen. The Al hard mask was nally removed and the diamond electrodes
were grown. The dimensions of the resulting diamond disc electrodes were
typically 300 nm in thickness and 100 mm in diameter. Then, an assembly of Ti
(50 nm)/Pt (150 nm) metal tracks was deposited over the substrate, with a metal
ring going around the edge of the diamond disc in order to take an electrical
contact from the diamond electrode. Then, a silicon nitride (Si3N4) passivation
layer was deposited by CVD over the substrate. Finally, an opening was made over
the diamond electrodes by local etching of the Si3N4 layer by RIE with SF6 gas.
Typical dimensions range between 10 and 100 mm (Fig. 1).
Further to the use of BDD electrodes for the electrochemical detection and
quantication of e.g., explosive traces in real media like sea water,18 the novel
ability to fabricate diamond microelectrode arrays has further enabled the
possibility to detect redox active compounds directly in unprocessed media such
as urine, wine, milk, blood etc.,19 e.g., uric acid (UA) in real urine (Fig. 2).20 In fact,
conventional BDD electrodes are prone to fouling when used in biological (urine,
blood plasma) and synthetic uids. Kiran et al.19 have recently proposed an
electrochemical treatment where a train of short cathodic and/or anodic pulses
are applied to clean fouled electrodes. This technique can be used to retrieve the
lost reactivity, characterized by the electron transfer rate k0 of the boron doped
diamond electrodes, thereby enhancing their reusability over long periods ofFig. 1 Image of typical BDD diamond microelectrode arrays.
This journal is © The Royal Society of Chemistry 2014 Faraday Discuss., 2014, 172, 47–59 | 49
Fig. 2 Cyclic voltammograms of urine diluted 2 fold, and that of diluted urine containing
added uric acid (800–1600 mM), scanned at 20 V s1. The insets provide details of the
oxidation and reduction peaks, displaying the interests of the activation process.
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View Article Onlinemeasurements without degradation of the signal, thus signicantly extending the
eld of monitoring and surveying applications. With this approach, uric acid
detection in real urine samples was made feasible, with good discrimination of
ascorbic acid. Human urine samples were collected from volunteers as real
samples for direct BDD uric acid analysis, which was compared to the spectro-
photometric method. Measured values using the proposed model were observed
to be very close to the spectrophotometric results with a maximum diﬀerence of
13%. The interest in continuous monitoring of UA in urine is particularly for
patients admitted to intensive care units, where the early diagnostic of acute renal
failure can have a major impact on the survival rate of those patients.21 In this
context, electrochemical detection techniques are seen as a promising alternative
to conventional optical methods due to their good sensitivity, fast measuring
time, portability, low power consumption and cost eﬀectiveness, thus enabling,
for example, direct bedside monitoring.C Boron doped diamond microelectrode arrays
for recording of neuronal signals
Electrophysiology is the study of the electrical properties of cells and tissues,
which involves the measurement of the voltage change of a biological entity. It is a
powerful approach, not only to study the electrical activity of animal cells to
understand the workings of the nervous system, brain, hypothalamus, etc., but
also to diagnose and treat nervous system disorders. The electrical activity of
neurons can be measured directly using extracellular microelectrode arrays. The
potential changes in the vicinity of the electrode, caused by currents owing
across the neuronal membranes of multiple neurons, can be detected. The same
microelectrode arrays as presented in the previous section can be used in order to
record the invoked activity of cell signals. For example, arrays of 64 pixel diamond
microelectrodes have successfully been used by Maybeck et al.22 for recording of50 | Faraday Discuss., 2014, 172, 47–59 This journal is © The Royal Society of Chemistry 2014
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View Article Onlinethe cardiomyocyte-like cell line HL-1. The study demonstrated that boron doped
nanocrystalline diamond (BNCD) electrodes were able to detect cardiac cell action
potentials as well as gold electrodes, while electrodes performed up to a factor of
four times better than planar metal electrodes of the same diameter. BNCD
electrodes survived themechanical stresses of contractile cells without the defects
commonly observed in other nanostructured materials aer cell culture (loss of
platinum black, removal of CNTs,23 and tipping of pillars24). This enabled us to
conclude that the diamond layer remained on the surface during cell contraction
by the lack of thinning-induced defects aer multiple cultures and the contractile
tension generated in mature HL-1 cells (the cells did not pull themselves oﬀ of the
surface), thus demonstrating that the diamond MEA's physical robustness makes
it a durable and easy to handle device for repeated or long-term use, with promise
for recording electrical signals from biological samples in addition to its estab-
lished role in electrochemistry.D Boron doped diamond microelectrode arrays
for neurostimulation and implants
The main constraint where in vivo tissue stimulation is concerned is that the
microelectrode array must conform to the size and shape of the tissues to be
stimulated. This requires specic developments to enable the fabrication of
devices that, further to providing the advantages of previous ones, must also be
exible and exhibit a long connecting foil, enabling the electrical signals to be
taken from outside the body to the in vivo neuronal tissues. This is particularly
demanding in the case of retina implants since the curvature is particularly high
and the surgery constraints impose very strict specications. In spite of this, the
past decade has seen an explosion of research eﬀorts into retinal prostheses
aimed at restoring sight to patients blinded by retinitis pigmentosa or age-related
macular degeneration. In addition to classical approaches, novel technologies are
being explored, oen in the context of newly founded commercial enterprises.
Also, for the devices to oﬀer a real breakthrough to blind people, theoretical
studies have demonstrated that the ability to reach stimulation structures of 600
pixels would be of great benet as it should be suﬃcient for patients to read.25
This extreme number is not reachable today with current technologies. Several
approaches have been proposed, with systems oﬀering typically 6026–28 to 4929–31
pixel electrode arrays, with oen partial clinical success in short term tests.
In a similar approach as for the fabrication of diamond MEAs used for
recording applications, here, nanocrystalline diamond was processed using
standard nanotechnology approaches for the fabrication of pixelized microelec-
trode arrays, but the structure was grown on a sacricial layer (e.g. SiO2). This
process is illustrated through a 3D approach, in Fig. 3. In brief, aer diamond
electrodes are deposited on such a sacricial layer, the standard processing of a
so material such as polyimide is made possible on the substrate. Feed lines to
contact each electrode can then be embedded in several layers of so polyimide,
to lead, aer removal of the sacricial layer, to a exible microelectrode array with
high exibility for retinal stimulation as shown in Fig. 4A. The preparation of such
implants has been made feasible with polyimide as well as with parylene. We
typically fabricated matrices of 64 independent pixels for the stimulation ofThis journal is © The Royal Society of Chemistry 2014 Faraday Discuss., 2014, 172, 47–59 | 51
Fig. 3 Process for the fabrication of 3D nanocrystalline diamond implants.
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View Article Onlinetissues, which were evaluated on laboratory animals in the form of preliminary
prototypes of diamond implantable electrode devices (Fig. 4).E Non-planar diamond electrode matrices
towards the improvement of spatial resolution
Furthermore, a study driven by the Vision Institute in Paris rendered the speci-
cations more challenging, as Djilas et al.7 demonstrated the benet of fabri-
cating 3D wells where a small group of retinal cells could be stimulated, in order
to improve the stimulation precision. In fact, the major challenge in visualFig. 4 (A) A view of a non-3D diamond MEA implant for retinal stimulation. The left part
consists of 64 diamond electrodes as shown in (B). (C) An in vivoMEA array as implanted in
P23H rats at the Paris Vision Institute.
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View Article Onlinerehabilitation using neuroprostheses is to improve the spatial resolution of the
stimulated area of each individual electrode, which is a direct consequence of the
density of independent pixels. It has been demonstrated that the electrode
resolution can be improved using bipolar stimulations between two neighbouring
electrodes rather than with a conguration based on a stimulating electrode and a
distant common ground.32 Using a retinal implant where each pixel exhibits a 3D
geometry, one could further improve such bipolar stimulations by locally main-
taining neurons between both stimulating electrodes33. The success of such 3D
designs implies that the residual blind retina remains suﬃciently plastic to shape
itself around the electrodes. This plasticity of the blind residual retina was
demonstrated using pillars penetrating the tissue or cavities lled with cells.34
However, the neuronal nature of the cells surrounding pillars or located in the
cavities was not fully assessed, since cell immunolabelling could not be per-
formed within this approach. In addition, bipolar stimulation would require two
wires per pixel, thus signicantly increasing the complexity of the implant design
when the number of pixels is increased. An alternative approach proposed the use
of a returning ground grid surrounding each of the individual stimulating elec-
trodes, thus enabling improved localisation of the stimulating current providing
the grid material exhibits a low impedance.34 Electrical stimulations have to be
constrained to small tissue areas, as proposed in three-dimensional arrays aimed
at conning the current within a small volume around the stimulating electrode.6
A previous study by our group validated in vivo a model of 3D well shaped elec-
trodes, demonstrating the favourable integration of the retina cells within such
cavities when designed at optimized sizes.7 This modelling was based on the
hypothesis that the neuronal tissue would shape itself into the 3D wells located
within the implant.
To address these challenges, Rousseau et al.35 have proposed novel approaches
enabling the synthesis of 3D shaped nanodiamond microelectrode arrays. The
goal is to achieve an implant with each electrode placed at the bottom of a typi-
cally 30 mm deep recess and a ground located at the surface of the implant. To
fabricate this 3D structure, we have chosen to use silicon moulds fabricated by
KOH etching of silicon <100> substrates. A specic design with compensation
structures was added to obtain these moulds. Initially a simple structure without
electrodes wasmade for histological testing as well as to check the plasticity of the
retina. A silicon wafer was oxidized in a furnace at 1050 C, in a wet environment
with a gaseousmixture of hydrogen and oxygen, for 50min, in order to get 500 nm
of silicon dioxide. A photolithography step was done to dene the patterns for
KOH etching. Silicon dioxide not covered by photoresist was etched away in a
solution of buﬀered HF (10%). Then, the wafer was placed in KOH solution and
kept at 80 C for approximately 30 min so as to obtain a structure 30 mm high.
Aer cleaning, the wafer was oxidized once more under the same conditions to
obtain a thick silicon dioxide layer (1 mm). Selective growth of diamond could then
be initiated, as described above, by spreading a colloidal solution of diamond
nanoparticles in deionised water onto the substrate, followed by spin coating.36
Nevertheless, due to the topology of the 3D substrate used here, spin coating
cannot be used, and an alternative approach based on electrostatic graing of the
diamond nanoparticles was used instead.37 This latter method is based on elec-
trostatic interactions between the diamond nanoparticles and a substrate coated
with a polyelectrolyte. Thus, the substrates were dipped into poly diallyldimethyl-This journal is © The Royal Society of Chemistry 2014 Faraday Discuss., 2014, 172, 47–59 | 53
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View Article Onlineammonium chloride (PDDAC) polymer aqueous solution. The substrates were
then washed with water and dried prior to immersion in the colloidal solution of
nanoparticles. Finally, the substrates were washed again with water and dried
under N2 ux, resulting in 3D structures completely covered by diamond nano-
particles. A short diamond growth was then performed to x the diamond
nanoparticles on the surface. The patterning of the diamond electrodes was
ensured from the direct diamond nanoparticle patterning before growth.38 A 500
nm thick aluminium lm was sputtered over the substrate and patterned by
photolithography, followed by chlorine plasma etching so as to dene the elec-
trode areas. The diamond particles not covered by the aluminium lm were
etched away by classical RIE in a gas mixture of argon and oxygen with a power of
200 W for 20 min. Lastly, the aluminium protecting the nanoparticles was
removed by wet etching and the wafer was placed in a SEKI 6500 CVD diamond
growth reactor to selectively grow the diamond electrodes on a 4-inch substrate.
Next, polyimide 2611 was poured on the wafer and spin coated to obtain a 10 mm
thick layer. The polyimide was cured at 450 C under nitrogen for 6 h. Then, a
metal mask (aluminium, 500 nm) was deposited onto the substrate by sputtering.
Photolithography with thick photoresist (AZ 4562) was carried out to dene the
shape of the implant. The aluminium was then etched away by RIE in chlorine
and the polyimide layer was etched by RIE with oxygen plasma. The aluminium
was removed and the sacricial layer (a thick silicon dioxide layer) was etched by
HF. The implants were nally rinsed and dried.
A complete surgical procedure was developed to implant, in the sub-retinal
position, a complete 3D diamond implant. 3D structures were implanted in P23H
rats in the sub-retinal position for 11 weeks. The retina was then explanted along
with the implant, and cell labelling was performed. Cell nuclei were labeled by the
DAPI stain (blue), while glial cells and retinal bipolar neurons were immunola-
belled by the GFAP antibody (grey) and the Goa and PKCa antibodies (green and
red), respectively. In Fig. 5, the 20 magnication view of the retina/implant
wholemount allows visualization of the presence of the nuclei stain in all 25
cavities. Confocal analysis was carried out to check the plasticity of the retina. In
Fig. 5, the blue cell nuclei are well localised within the implant cavities,Fig. 5 Result of the histology study on the plasticity of the retina.
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View Article Onlinedemonstrating that the retina has followed the shape of the implant. Cell label-
ling revealed that a small group of bipolar cells is present inside the recess.
Further tests were carried out in order to check the biocompatibility of the
BDD diamond electrode with the retina. A 3D implant with diamond on the whole
surface was fabricated and implanted in a rat subretinal region. As before, cell
labeling was performed aer several months. The confocal image (Fig. 6) shows
that no specic reaction occurs on the tissue and no glial proliferation is visible
on the surface. No signicant diﬀerence is observed here when comparing the
sample with our reference (a polyimide implant). Moreover, some bipolar cells
can be observed inside each cavity.F Boosting diamond’s electrochemical
properties for implants using nanostructured
electrodes
Although diamond exhibits very attractive properties when used as an electrode
material, particularly in terms of its electrochemical window, biocompatibility,
and resilience to fouling, the material does not match its competitors in terms of
impedance and double layer capacitance, which limits the amount of injectable
charges.39 In fact, values for at diamond electrodes are generally expected to be
around 5 mF cm2, which are extremely low values, comparable to that of at Pt,
although black Pt, which exhibits a 3D texture, can display capacitance values up
to 100 mF cm2.
One way to increase the double layer capacitance of the material is to increase
its specic surface area. We propose the use of vertically aligned carbon nano-
tubes with high surface areas as a template onto which boron doped diamond is
grown. The resulting composite was found to exhibit a double layer capacitance as
high as 0.58mF cm2 and very low impedance when compared to planar diamond
electrodes in a phosphate buﬀered saline solution (Fig. 7 and 8). The inuence of
the CNTs’ length as well as the thickness of the diamond coatings were shown to
play a very signicant role on the electrode performance as discussed by Hebert
et al.40 The entire approach relies on the ability to control the seeding and
nucleation stage to avoid the etching of the CNT during the rst initial stages of
growth.Fig. 6 Biocompatibility test of the BDD material.
This journal is © The Royal Society of Chemistry 2014 Faraday Discuss., 2014, 172, 47–59 | 55
Fig. 7 Cyclic voltammetric (100 mV s1) electrochemical characterization of BDD coated
vertically aligned CNTs in PBS (electrode surface 1 cm2).
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View Article OnlineIt is to be noted that such structures exhibit mechanical resilience that is close
to that of diamond and far better than CNTs, which are known to be very fragile.
As an example, scratching experiments performed with stainless steel tweezers
showed that it was possible to not damage the diamond tipped structures. We are
currently in the process of implementing such very highly structured electrodes in
the shape of microelectrode arrays for neurophysiology evaluation as well as
histology experiments.Conclusions
From diamond planar electrodes to highly structured surfaces, diamond can take
a wide range of forms which are applicable for neurointerfacing and particularly
for stimulation purposes. Recent work has been dedicated to the development of
retinal interfacing structures for the stimulation of the retina in blind patients.
The great progress over the last few years will hopefully enable the validation of
interest in diamond and its convincing development. In neuroprostheses, focal
stimulation is a real challenge, especially for retinal implants, and we believe this
challenge can be successfully overcome by taking advantage of diamond’s prop-
erties. As presented, we have recently investigated a new approach to obtain focal
stimulation for sub-retinal implants, based on the fabrication of a 3D implantFig. 8 Cross section of vertically aligned CNT scaﬀolds covered with diamond (scale
bar 1 mm).
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View Article Onlinewith electrodes localized at the bottom of a cavity, and a common return ground
electrode placed at the surface of the implant. This geometry has previously been
modelled to evaluate the eﬃciency of this 3D implant. With this structure, the
stimulation current is conned within the cavity. Furthermore, we have worked
on a new material for long term in vivo stability, namely BDD material. A specic
process was optimised to realize a specic implant for histological tests (3D and
3D with diamond). A complete process was also developed to include BDD elec-
trodes on a so implant. During in vivo experiments, we have seen that the retina
is so enough to follow the shape of the implant. Using specic cell labelling of
the tissues, confocal pictures showed that bipolar cells were present in each cavity
of the implant. The tests have so far revealed that BDDmaterial is well accepted by
the tissue. A complete surgical procedure for a 3D so implant was tested to place
this implant in the sub-retinal region. The combination of the 3D shape and the
BDD electrode’s electrochemical performance is expected to lead to signicant
progress for the next generation of implants. The ultimate challenge for diamond
compared to competing materials is the fact that nanocrystalline diamond still
exhibits a relatively low capacitance, much lower than that of e.g. black Pt. With
the advance of creating a nano-textured material at the hundreds of nanometres
scale, recent progress opens up the route for diamond to match the performances
of other materials, while it surpasses them with its extreme stability and
biocompatibility.Acknowledgements
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